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Cross-cut saw 
KS 600 (230 V) (90192)

• Motor: Electric 230 V, 3,0 kW P1
• Saw blade speed: 1280 Rpm
• Cutting capacity (Ø): approx. 200 mm
• Blade diameter Ø: 600/30 mm
• An infeed roller table is available on 

prequest (90197)
• Also available as 400 V vari-

ant(90193)

Cross-cut saw 
KS 700 E (90190)

• Motor: Electric 400 V, 5,2 kW P1
• Saw blade speed: 1380 Rpm
• Cutting capacity (Ø): approx. 250 mm
• Blade diameter Ø: 700/30 mm
• Equipped with log retainer
• An infeed roller table is available on 

prequest (90198) 

Cross-cut saw 
KS 700 Z (90189)

• Motor: PTO shaft
• Rated power: Tractor. 15 kW / 20 PS
• Saw blade speed: 1500 Rpm
• Cutting capacity (Ø): approx. 250 mm
• Blade diameter Ø: 700/30 mm
• Equipped with log retainer
• An infeed roller table is available on 

prequest (90198)

 SHORT OVERVIEW

2

Cross-cut saw 
KS 700 H (90191)

• Motor: hydraulic
• Rated power: Tractor 10 kW / 13,6 PS
• operating pressure: max. 200 bar
• Saw blade speed: 1750 Rpm
• Cutting capacity (Ø): approx. 250 mm
• Blade diameter Ø: 700/30 mm
• Equipped with log retainer
• An infeed roller table is available on 

prequest (90198)

Further accessories can be foand  

in our general catalog 2019

PTO shaft 
poptionally 
pavailable

Roller table (90197)

• for KS 600
• attaching to the log carriage for con-

venient advancing of logs up to 3.5 m 
(11.5 ft)  long, available on request.

Spare roller (90194)

• Retrofitting roller table (attached to 
the existing holes) 
 

Roller table (90198)

• for KS 700 
• attaching to the log carriage for con-

venient advancing of logs up to 3.5 m 
(11.5 ft)  long, available on request.

Spare roller (90194)

• Retrofitting roller table (attached to 
the existing holes) 
 

Three-point linkage (90199)

• Use it for short-distance transportati-
on/handling of your KS 700 E on the 
tractor. 

PTO shaft (95060)

• Cat. 1, 1 3/8˝ w. 6 splines
• 1 m (3.2 ft) long
• suitable for all PTO saws and splitters, 

logging winches up to model FSW 4.5, 
as well as GSZ 242 Combi.

Precision widia  
blade 30 mm bore (95024)

• Saw blades Ø 700 mm (27.5 in) with 
84 teeth suitable for circular saws are 
also available

Precision widia  
blade 30 mm bore (95004)

• Saw blades Ø 600 mm (23.6 in) with 
36 teeth suitable for circular saws are 
also available
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Short log splitter 
HS 71/2 (230 V) (91278)

• Motor: Electric 230 V, 2,2 kW P1
• Splitting power: 6 t
• Splitting stroke length: 520 mm
• Log length: 550 mm
• Also available as 400 V vari-

ant(91279) 

Short log splitter 
HS 61/3 Tornado (91323)

• Motor: Electric 400 V, 4,0 kW P1
• Splitting power: 6 t
• Splitting stroke length: 500 mm
• Log length: 550 mm
• Speed: 5,5 s / 550 mm
• Return speed: 2,0 s / 550 mm 

Horizontal short log splitter 
SM 301 (230 V) (91292)

• Motor: Electric 230 V, 2,2 kW P1
• Splitting power: 6 t
• Log length: max. 550 mm
• Also available as 400 V variant 

(91291) 
 

Our general conditions of sale, delivery and payment 
apply. All statements without guarantee. Errors and 
misprints reserved. 

According 
to new 
standard EN 
609-1

According 
to new 
standard EN 
609-1

Short log splitter 
HS 80/3 E (91324)

• Motor: Electric 400 V, 4,0 kW P1
• Splitting power: 8 t
• Splitting stroke length: 500 mm
• Log length: 550 mm
• Speed: 7,0 s / 550 mm
• Return speed: 3,5 s / 550 mm 

According 
to new 
standard EN 
609-1

Short log splitter 
HS 80/3 B (91325)

• Motor: Gasoline
• Rated power: 3,7 kW / 5,0 PS
• Splitting power: 8 t
• Splitting stroke length: 500 mm
• Log length: 550 mm
• Speed: 5,5 s / 550 mm
• Return speed: 3,0 s / 550 mm

According 
to new 
standard EN 
609-1

Splitting wedge (90302)

• For all vertical splitters

Cleaving wedge (90303)

• For all vertical splitters

According 
to new 
standard EN 
609-1

Vertical longwood splitter 
USP 13 HZ/7 (93623)

• Motor: PTO shaft
• Rated power: Tractor 20 kW / 27 PS
• Splitting power: 13 t
• Log length: max. 1100 mm
• Extended piston rod: 1050 mm
• Speed: 9/7/1050 s/mm
• Return speed: 5/1050 s/mm 

Vertical longwood splitter 
USP 13 HZE/7 (93622)

• Motor: PTO shaft and Electric 400 V
• Rated power: Tractor 20 kW / 27 PS 

E-Motor: 5,5 kW P1
• Splitting power: 13 t
• Speed, return speed: w. PTO drive
• identical to13 HZ/7
• Speed electric drive: 15/8/1050 s/

mm, return speed: 6/1050 s/mm

PTO shaft 
poptionally 
pavailable

PTO shaft 
poptionally 
pavailable

According 
to new 
standard EN 
609-1

Vertical longwood splitter 
USP 16 HZ/3 (93633)

• Motor: PTO shaft
• Rated power: Tractor 20 kW / 27 PS
• Splitting power: 16 t
• Log length: max. 1100 mm
• Extended piston rod: 1050 mm
• Speed 1: 12/1050 s/mm
• Speed 2: 6/1050 s/mm
• Return speed: 7/1050 s/mm

Vertical longwood splitter 
USP 16 HZE/3 (93632)

• Motor: PTO shaft and Electric 400 V
• Rated power: Tractor 20 kW / 27 PS 

E-Motor: 5,5 kW P1
• Splitting power: 16 t
• Log length: max. 1100 mm
• Extended piston rod: 1050 mm
• Speed 1, 2 and return speed identical 

to USP 16 HZ/3

PTO shaft 
poptionally 
pavailable

Vertical longwood splitter 
USP 22 HZ/3 (93643)

• Motor: PTO shaft
• Rated power: Tractor 20 kW / 27 PS
• Splitting power: 22 t
• Log length: max. 1100 mm
• Extended piston rod: 1050 mm
• Speed 1: 13/1050 s/mm
• Speed 2: 6/1050 s/mm
• Return speed: 8/1050 s/mm

According 
to new 
standard EN 
609-1

According 
to new 
standard EN 
609-1

PTO shaft 
poptionally 
pavailable

According 
to new 
standard EN 
609-1

PTO shaft 
poptionally 
pavailable

According 
to new 
standard EN 
609-1
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Matching  

accessories for our 

splitters can be fo-

and in

our general catalog 

2019

Horizontal longwood splitter 
SP 30 HZH/2S (93670)

• Motor: PTO shaft
• Rated power: Tractor 35 kW / 48 PS
• Splitting power: 30 t
• Log length: max. 1250 mm
• Speed: max. 9 cm/s
• Fast cylinder forward: max. 21 cm/s
• Return speed: max. 14 cm/s 

Horizontal longwood splitter 
SP 30 HZEH/2S (93671)

• Motor: PTO shaft and Electric 400 V
• Rated power: Tractor 35 kW / 48 PS 

E-Motor: 7,5 kW P2 / 9,5 kW P1
• Splitting power: 30 t
• Log length: max. 1250 mm
• Speed: max. 9 cm/s
• Fast cylinder forward: max. 21 cm/s
• Return speed: max. 14 cm/s

Horizontal longwood splitter 
SP 30 HEH/2S (93672)

• Motor: Electric 400 V 
• Rated power: E-Motor: 7,5 kW P2   

9,5 kW P1
• Splitting power: 30 t
• Log length: max. 1250 mm
• Speed: max. 9 cm/s
• Fast cylinder forward: max. 21 cm/s 

PTO shaft 
poptionally 
pavailable

PTO shaft 
poptionally 
pavailable

PTO shaft 
poptionally 
pavailable

Saw & Splitter combination 
SSM 271 Z (95051)

• Motor: PTO shaft
• Rated power: Tractor 12 kW / 16 PS
• PTO shaft speed: 420 Rpm
• Cutting capacity (Ø): approx. 270 mm
• Log length: 250-500 mm adjustable
• Blade diameter Ø: 700/30 mm 

Saw & Splitter combination 
SSM 270 EZ (95048)

• Motor: PTO shaft and electric 400 V
• Rated power: Tractor 12 kW / 16 PS 

E-Motor: 9,2 kW P1
• PTO shaft speed: 420 Rpm
• Cutting capacity (Ø): approx. 270 mm
• Log length: 250-500 mm adjustable
• Blade diameter Ø: 700/30 mm

PTO shaft 
poptionally 
pavailable

Automatic chainsaw processor 
KSA 380 Z (91916)

• Motor: PTO shaft
• Rated power: Tractor 20 kW / 27 PS
• PTO shaft speed: 420-450 Rpm
• Cutting capacity (Ø): max. 370 mm
• Log length: 200-520 mm adjustable
• Chainsaw bar: 15“/380 mm
• Chain: 3/8“ / 1,5 / 57 TG
• Splitting power: 9 t

Automatic chainsaw processor 
KSA 380 E (91915)

• Motor: Electric 400 V
• E-Motor: 7,5 kW P2 / 9,5 kW P1
• Cutting capacity (Ø): max. 370 mm
• Log length: 200-520 mm adjustable
• Chainsaw bar: 15“/380 mm
• Chain: 3/8“ / 1,5 / 57 TG
• Splitting power: 9 t

PTO shaft 
poptionally 
pavailable

Automatic chainsaw processor 
KSA 385 Z Select (90986)

• Motor: PTO shaft
• Rated power: Tractor 20 kW / 27 PS
• Cutting capacity (Ø): max. 370 mm
• Log length: 200-550 mm adjustable
• Chainsaw bar: 15“/380 mm
• Chain: 3/8“ / 1,5 / 57 TG
• Splitting power: 9 t
• Ölvorrat: 42 l

Automatic chainsaw processor 
KSA 385 EZ Select (90985)

• Motor: PTO shaft and Electric 400 V
• Rated power Tractor: 20 kW /27 PS 

E-Motor: 7,5 kW P2  / 9,5 kW P1
• Cutting capacity (Ø): max. 370 mm
• Log length: 200-550 mm adjustable
• Chainsaw bar: 15“/380 mm
• Chain: 3/8“ / 1,5 / 57 TG
• Splitting power: 9 t

PTO shaft 
poptionally 
pavailable

Automatic chainsaw processor 
KSA 455 EZ (90926)

• Motor: PTO shaft and Electric 400 V
• Rated power Tractor: 25 kW / 34 PS 

E-Motor: 15 kW P2 / 20 kW P1
• Cutting capacity (Ø): max. 450 mm
• Log length: 200-660 mm adjustable
• Chainsaw bar: 20“/508 mm
• Chain: .404˝ / 1,6 / 71 TG
• Splitting power: 24 t
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According 
to new 
standard EN 
609-1

According 
to new 
standard EN 
609-1

According 
to new 
standard EN 
609-1

PTO shaft 
poptionally 
pavailable Hydraulic log lifter (90988)

• For all KSA models
• including matching hydraulic hoses



Log conveyor 
TFB 4000 (92206)

• telescopically
• Length: 4,0 m (13,1 ft) extended and 

2,55 m (8,4 ft) retracted
• Width: 250 mm (9,84 in) 

 
 
 

Log conveyor 
TFB 5000 (92207/1)

• telescopically
• Length: 5,0 m (16,4 ft) extended and 

3,05 m (10 ft) retracted
• Width: 400 mm (15,75 in) 

 
 
 

Log conveyor 
FB 2500 (92208)

• Length: 2,5 m (8,2 ft)
• Width: 250 mm (9,84 in)

Log conveyor  
FB 5000 (92209)

• Length: 5,0 m (16,4 ft)
• Width: 400 mm (15,75 in)

Motor 
optional: 
hydraulic 
motor or 
electric 
motor

Hydromotor-operated belt 
conveyor (92212)

• with hoses and quick couplings;
• power take-off from the tractor

Actuators

Belt conveyor powered by 
E-Motor (400 V) (92210)

• Also available as 230 V variant  
(92211)
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Motor 
optional: 
hydraulic 
motor or 
electric 
motor

Motor 
optional: 
hydraulic 
motor or 
electric 
motor
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Garden shredder 
GSE 20 Woody (94500)

• Motor: Electric 400 V, 3,8 kW P1
• Motor speed: 2850 Rpm
• Drum speed: 2400 Rpm
• Drum width: 200 mm
• Drum-Ø: 300 mm
• Branch-Ø: max. 65 mm
• Hammers: 30 Pieces 

Garden shredder 
GSB 20 Woody (94502)

• Motor: Gasoline engine 3,7 kW / 5,0 
PS

• Motor speed: 3600 Rpm
• Drum speed: 3100 Rpm
• Drum width: 200 mm
• Drum-Ø: 300 mm
• Branch-Ø: max. 65 mm
• Hammers: 30 Pieces

Garden shredder 
GSE 242 Combi (94554)

• Motor: Electric 400 V, 9,0 kW P1
• Motor speed: 2850 Rpm
• Drum speed: 2400 Rpm
• Drum width: 240 mm
• Drum-Ø: 440 mm
• Branch-Ø: max. 100 mm
• Hammers: 34 Pieces 

Garden shredder 
GSZ 242 Combi (94556)

• Motor: PTO shaft
• Rated power: Tractor 12 kW / 16 PS
• Motor speed: 3600 Rpm
• Drum speed: 2400 Rpm
• Drum width: 240 mm
• Drum-Ø: 440 mm
• Branch-Ø: max. 100 mm
• Hammers: 34 Pieces

Garden shredder 
GSB 242 Combi (94562)

• Motor: Gasoline-Motor
• Rated power: 9,6 kW / 13,0 PS
• Motor speed: 3600 Rpm
• Drum speed: 2400 Rpm
• Drum width: 240 mm
• Drum-Ø: 440 mm
• Branch-Ø: max. 100 mm
• Hammers: 34 Pieces

PTO shaft 
poptionally 
pavailable

Transfer Rack 
HZB 3000 HL (90011)

• Feeding up to 4 m (13.1) long timber 
to saw & splitter log processors

• High load capacity (3000 kg) (2.95 lt)
• Modular construction, entirely dis-

mountable
• 5-steps height adjustment to match 

any type of machine 

Hydraulic infeed roller for  
HZB 3000 HL (90008)

• with hydraulic hoses and outrigger.
• Suitable for attachment of a longitudi-

nal transfer rack to the HZB 3000 HL 
 
 
 
 

Our general conditions of sale, delivery and payment 
apply. All statements without guarantee. Errors and 
misprints reserved. 
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Bundling Systems 
HBG 100/2 (90101/2)

• Log length 330/500 or 1000 mm
• Attaches to any front loader with 

Euro-mount 
 
 
 
 

Bundling Systems 
HBG 100 HS (90128)

• Log length 330/500 or 1000 mm
• Same fittings and accessories as 

HBG 100/2, however with hydraulic 
cylinder tensioner, hydraulic hoses, 
steel rope with chain and hooks, and 
control valve with fixation hardware. 
Without ratchet. 

S/I mesh bag with strap for  
PS 1000 (91923)

• 1.000 l, 180 x 140 cm, 20 Pieces

S/II mesh bag with strap for 
PS 1000 (91924)

• 1.000 l, 225 x 140 cm, 20 Pieces

 
 
Mesh bag with strap for  
PS 300 (91921)

• 60 l, 60 x 80 cm, 20 Pieces

Mesh bag with strap for 
PS 300 (91922)

• 80 l, 60 x 100 cm, 20 Pieces

Nylon (polypropylene) strap 
uncoiler (90221)

• for HBG 100/2

Ratchet tensioner (90222)

• Retrofitting on HBG 100/2

2-stroke hydraulic cylinder for 
HBG bundlers 100/2 (90211)

• Ancillary equipment: 2-stroke cylin-
der and 1.5 m (4.9 ft) hose with 
quick coupling for more convenient 
tip-over when working on a front 
loader (easy to retrofit, if needed 
later on) 
 

Hydraulic tensioning roller for 
HBG 100/2 (90224)

• retro-fitting on all HBG 100/2 from 
manufacturing year 2012, including: 
a cylinder mount, a cylinder with 
hoses, valve, strapping cord, chain 
and hook 
 
 

Wrapping set with polyester 
band (90117)

• wrapping set includes: 
a) Band strapping machine (10-19 
mm = 0.4 – 0.75 in)  
b) Portable uncoiler 
c) Polyester textile band (Width: 
19 mm = 0.75 in, Length: 500 m = 
1640.4 ft, tear resistance: 725 kg = 
1598.3 lb) 
d) Box of steel buckles (1000 pcs). 
Buckles width: 19 mm (0.75 in)

Round bale net: 1 800 m x 
0.60 m (height) (97180)

• 1 piece is sufficient for 40-50 packs
• 1 800 m x 0.60 m (5905.5 x 1,96 ft) 

(height)

Polyester textile band (90118)

• 19 mm x 500 m (0.74 in x 1640.4 ft)
• Tear resistance: 725 kg (1598.3 lb)
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Steel tube adapter (90124)

• to unwind the polyester textile band

Nylon rope, diam. 8 mm 
(90203)

• Tear resistance 1100 kg (2425 lb), 
100 m (328 ft) coil

Nylon rope, diam. 10 mm 
(90204)

• Tear resistance 1700 kg (3747.8 lb), 
100 m (328 ft) coil

Steel buckles (90119)

• (1000 pcs)
• Buckles width: 19 mm (0.75 in)

Profi tensioner (90116)

• 10–19 mm



Log grapple 
HVZ 1300 (96243)

• Power: From the tractor hydraulics
• Rated power: Tractor 40 kW / 55 PS
• Opening range: HG 1300 (90-1280 

mm)
• Clamping force: 9,5 t
• electric reversing valve (96270) and 

safety skid (96288) optional available 

Log grapple 
HRZ Fix-Euro/Kombi (96240)

• Power: From the tractor hydraulics
• Rated power: Tractor 40 kW / 55 PS
• Opening range: HG 1300 (90-1280 

mm)
• Clamping force: 9,5 t
• Rotator, Logging winch and skid optio-

nal available 

Log grapple 
HRZ Lader (96250)

• Power: From the tractor hydraulics
• Rated power: Tractor 40 kW / 55 PS
• Opening range: HG 1700 (90-1680 

mm)
• Clamping force: 9,5 t
• Rotator, Logging winch, Hydraulic 

top-swivel-grapples and skid optional 
available

Timber loader 
HRK (96300)

• Power: From the tractor hydraulics
• Rated power: Tractor 45 kW / 62 PS
• Opening range: HG 1300 (90-1280 

mm)
• Clamping force: 9,5 t
• Incl. Grapple - Top swivel system 

(96260) and ergonomic control stati-
on (96301)

Grapple 
HVG 1300 (96315)

• Opening range: 90–1280 mm,
• Clamping force 9,5 t,
• Weight: 100 kg 

 
 
 
 

Grapple 
HG 1300 (96314)

• Opening range: 90–1280 mm,
• Clamping force 9,5 t,
• Weight: 118 kg 

 
 
 
 

Grapple 
HG 1700 (96316)

• Opening range: 90–1680 mm,
• Clamping force 9,5 t,
• Weight: 148 kg 

 
 
 
 

Rotator 4,5 t (96255)

• 1400 Nm, 4.5 t at 195 bar,
• Flange 140x140 4xM16
• Weight: 25 kg. (55 lb) 
• Recommended for swivelling grapples 

(also available lose with set of hoses)

Switching valve with two ope-
rating power supplies (96270)

• Electromagnetic
• 12 V- Electric power
• Can be used for HVZ 1300, HRZ Fix- 

Euro-Kombi
• With matching hoses depending on 

the model

Hydraulic winch 
ASW 1850 F (96370)

• For HRZ Fix-Euro/Kombi
• with idle, pull force 1850 kg (4079 

lb), 30 m (98 ft) wire rope length and 
Ø 8 mm. Remote operation through a 
3-channel radio control, including so-
lenoid valve, a receiver, a pocket-sen-
der with belt clip, adapter and guide 
roll for pull rope.

Hydraulic winch  
ASW 1850 F (96365)

• For HRZ Lader
• with idle, pull force 1850 kg (4079 

lb), 30 m (98 ft) wire rope length and 
Ø 8 mm. Remote operation through a 
3-channel radio control, including so-
lenoid valve, a receiver, a pocket-sen-
der with belt clip, adapter and guide 
roll for pull rope.

Hydraulic winch 
ASW 1850 F (96360)

• For HRK
• with idle, pull force 1850 kg (4079 

lb), 30 m (98 ft) wire rope length and 
Ø 8 mm. Remote operation through a 
3-channel radio control, including so-
lenoid valve, a receiver, a pocket-sen-
der with belt clip, adapter and guide 
roll for pull rope.
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Our general conditions of sale, delivery and payment 
apply. All statements without guarantee. Errors and 
misprints reserved.  



Metal band grinder 
MBS 751 (90550)

• Motor: Electric 400 V, 4,0 kW P2
• Band size: 75 x 2000 mm
• Contact wheel: 250 x 75 mm
• Band speed: 37 m/s
• Horizontal work table: 75 mm conti-

nuous 
 

Metal band grinder 
MBS 1501 (90560)

• Motor: Electric 400 V, 4,0 kW P2 
• Band size: 150 x 2000 mm
• Contact wheel: 250 x 150 mm
• Band speed: 37 m/s
• Horizontal work table: 150 mm 

continuous 
 

Press drill 
SB 320 SH/1 (90488)

• Motor: Electric 400 V, 1,3 kW P1 
• Drilling capacity on solid material:  

27 mm
• Tool holder: MK 3
• Runout: 230 mm
• Spindle stroke: 130 mm
• Spindle speed: 100-1600 Rpm
• swiveling LED light

Metal bandsaw 
BSM 190 G (90716)

• Motor: Electric 400 V, 1,2 kW P2
• Cutting speed: 35 / 70 m/min.
• Saw band: 2480 x 0,9 x 20 mm 

 
 
 
 

Metal bandsaw 
BSM 231/1 DG (90724)

• Motor: Electric 400 V, 1,2 kW P2
• Cutting speed: 28 / 56 m/min.
• Saw band: 2730 x 0,9 x 27 mm 

 
 
 
 

Matching  

accessories for  

Metal bandsaw and 

grinder can be  

found in our General  

Catalog 2019
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Quick-action vice (90499)

• revolving over 360° with hardened 
steel jaws. 

• Jaw width 120 mm (4.7 in) 
 
 
 
 

400 mm (16 in) cross sliding 
table with clamping tabletop 
(90497)

• 300mm (12 in) longitudinal and 150 
mm (6 in) transverse displacement

• Rugged cross slide vice with adjusta-
ble dovetail ways. 
 
 
 Our general conditions of sale, delivery and payment 

apply. All statements without guarantee. Errors and 
misprints reserved. 


